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Introduction 

Congratulations!!! You are now a proud owner of PHILIPS 
HOME CINEMA SPEAKER SYSTEM which have been 
developed to produce superb sound for many years of 
listening pleasure. 


Please read this manual carefully before connecting your 
speakers. You will find a number of useful tips for getting 
the best sound performance out of your home cinema 
surround sound speaker system. 


Environmental notes 


All redundant packaging material has been omitted. The 


packaging is easily separable into three mono-materials: 


- cardboard (box) 

- expandable polystyrene (buffer) 

- polyethylene (bags, protective foam sheet) 

Your set consists of materials which can be recycled if 
disassembled by a specialized company. 

Please observe the local regulations regarding the 
disposal of packing materials and old equipment. 


Other Home Cinema Sound Products 

These speakers have been designed together with Philips 
Home Cinema Receiver range (FR735/FR755/FR960/FR970) 
in order to optimise performance. 

For more impressive bass performance these systems can 
be extended with a 50W (FB201*) or 100W (FB301*) 

subw oofer. 


*not available in all countries 


Connecting your loudspeakers 


Important! Always switch off your amplifier/receiver 


Connectors on the speakers 


before making any connections! 


FRONT SPEAKERS 


SURROUND SPEAKERS 


CENTER SPEAKER 


L 


At the back of the speakers you will find two click fit or 
screw connectors (, a black one marked © and a red one 
(for the front speakers), a blue one (for the center 
speaker) or a grey one (for the surround speakers) 
marked @. 


* 100 W Front/Surround speakers have gold plated screw 


terminals. 


* One of the speaker wires is usually marked with a color 


ora sleeve so that you can distinguish between them. 

* In order to prevent phase problems make a habit of 
connecting the marked (colored) wire to the colored + 
speaker terminal and the unmarked wire to the black - 
speaker terminal. 


Connectors on the amplifier/receiver 

The speaker connections on the amplifier or receiver may 

be either screw connectors or click-fit connectors. 

* At the rear of the amplifier/receiver you will find a red 
colored or + terminal and a black or - terminal for each 
speaker. 

* Connect the marked or sleeved speaker wire to the red 
or + terminal, and the unmarked wire to the black or - 
terminal of the amplifier/receiver. 

+ After connecting the speakers, do not forget to adjust 
the relative sound level between the speakers, see 
chapter “Adjusting the relative speaker balance”. 


Note: 


- Since Left/Right Front speakers are identical to the Left/ 
Right Surround speakers of the FB965/FB975 packages, 


all connectors are same code (Black/Red), speaker 
terminal and wire for surrounds are still Grey/Black 
coded. 
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POSITIONING THE SPEAKERS 
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Positioning the speakers 


SURROUND 
(REAR) 


SURROUND 
(REAR) 


General hints for positioning 

* For your convenience each speaker has color-coded 
speaker terminals so you can easily distinguish the 

different types of speakers. 

red — front speakers; 

blue > center speakers; 

gray — surround speakers. (FB 735 only 


Placing the speakers behind curtains, furniture etc. will 
reduce the treble response, thus reducing the stereo 
effect considerably. The listener should position the 
Front speakers so that they are in the line of sight from 
his listening area. 

Each room has different acoustic characteristics and the 
positioning possibilities are often limited. You can find 
the best position for your speakers by experimenting. In 
general, the speakers should be arranged as 
symmetrically as possible in the room. 


Positioning the front speakers 


The front speakers should be arranged so that, viewed 
from the listener's position, the speaker connected to 
the “Left” terminals of the amplifier/receiver is on the 
left and the speaker connected to the “Right” terminals 
is on the right in front of the listener in the room. This 
can be checked with the balance control and/or test 
tone set-up function on the amplifier/receiver. 

The best stereo effect is obtained when the 2 front 
speakers and the listener build an equilateral triangle. 
The best height for the front speakers is when the high 
tone speakers (tweeter) are at ear height (while seated). 


Positioning the center speaker 


The center speaker should be placed in the center 
between both front speakers and should always be 
placed in line with the television (e.g. underneath or on 
top of the TV). 

Position the center speaker so that the tweeter is 
directed at the listeners ear while seated. You can do so 
by adjusting the angle that the center speaker is facing 
(using the positioning pin). 


Positioning the surround speakers 


The surround speaker connected to the “Surround Left” 
terminal of the amplifier/receiver should be on the left 
and the speaker connect to the “Surround Right” 
terminal on the right of the listener in the room. This can 
be checked with the balance control on the amplifier/ 
receiver. 

For best results, we suggest that the surround speakers 
be place in line with the listening area at a height of 6 
or7 feet. You may also place them behind the listening 
area. 


AD) USTMENTS 


Adjusting the relative speaker balance 
After installing your speakers, you will have to find a good 
sound balance between the Surround, the Center and the 
Front speakers. 

* On the amplifier/receiver, switch on the SURROUND 
mode. 

* Inthe instruction booklet of the amplifier/receiver you 
will find a section describing how to adjust the sound 
level of the center and the surround speakers. 

* For the surround speakers, it may be possible to adjust 
the delay time as well. We suggest that you experiment 
with the delay time to best match the acoustic 
characteristics of your unique listening environment. 

+ Adjust the sound level of the surround and center 
speakers, and also the delay time for the surround 
speakers to your personal taste. The settings are kept by 
the amplifier or receiver. 


TROUBLESHOOTING 


WARNING 

Under no circumstances should you try to repair the 
speaker yourself, as this would invalidate the 
guarantee. 


If a fault occurs, first check the points listed below before 
taking the speakers for repair. 


If you are unable to remedy a problem by following these 
hints, consult your dealer or service center. 


No sound 

+ VOLUME is not turned up. 

— Turn up the VOLUME. 

+ SPEAKERS A/B switches on the amplifier/receiver are 
in positions off. 

— Press the relevant SPEAKERS A or B switch. 

* Headphones are connected. 

— Disconnect headphones. 

* Speakers are not (or wrongly) connected. 

— Connect the speakers securely. 


No sound on left of right side 

+ BALANCE control on the amplifier/receiver is not in the 
middle position. 

— Set the BALANCE control to the middle position. 

* One speaker is wrongly connected or the speaker cable 
damaged. 

— Connect the speaker properly or replace the cable. 


Reversed left and right sound 

* Speakers are wrongly connected. 

— Connect speakers properly, L to left, R to right; check 
with BALANCE control. 


No sound at the surround or center speaker 

* SURROUND mode is not switched on. 

— Onthe amplifier or receiver, switch on the SURROUND 
mode. 


* Surround and/or Center speakers are not (properly) 
connected. 

— Connect the speakers properly. 

* Only one Surround speaker is connected. 

— Always connect both Surround speakers. 

* One speaker is wrongly connected or the speaker cable 
damaged. 

— Connect the speaker properly or replace the cable. 


Poor bass sound 

* Speakers are not in phase. 

— Connect speakers properly, + to + pole (red marked 
or sleeved cable); — to — pole (unmarked cable). 


Bad sound 

* Badly matching SURROUND setting for the given type 
of music. 

— On the amplifier or receiver, choose a matching 
SURROUND setting for the given type of music. 


Surround sound level is too low or too high 

* The sound level of the Surround sound is not properly 
adjusted. 

— On the amplifier or receiver, adjust the level and the 
delay time of the Surround sound. 


Center sound level is too low or too high 

* The sound level of the Center channel is not properly 
adjusted. 

— On the amplifier or receiver, adjust the level of the 
Center channel. 


The type plate can be found on the bottom or the back of 
the speaker. This product complies with the radio 
interference requirements of the European Community. 


ADDITIONAL INFORMATION 


Power handling 

Each amplifier or receiver used at high power over a long 
period of time can produce distortion which may seriously 
damage your speakers. 

Your ears will warn you, since the speakers will indicate 
overloading by giving distortion. 

If this happens reduce the volume and tone controls to a 
level where the sound is acceptable again. 

When using microphones, avoid microphone feedback 
which occurs when microphones may pick up sound from 
the speakers, resulting in a dangerous howling sound. 
Keep the microphones away from the speakers of reduce 
the volume. 


Note: 

- Speakers are most often damaged when they are 
overdriven by under-powered amplifiers. The clipping of 
the amplifiers will damage the tweeters. 


English 
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FB735 TECHNICAL DATA 


Technical Data 
Subject to change without notice 


Center Speaker 
IMPCOON Cee sid haan sess Kean Sted nee Renan tia nea mi uie 62 
Frequency Range ............ese eens 75 - 20,000 Hz 
Power Handling 

Normal divs. cae. n veranes ahovach Sadhana hace as 50 Watts 

MAXIMUM iste testi ids s co ie ae 100 Watts 
SONSILIVILY sisi ica a ed case tae SA eee Ys 89 dB 
TWEE er tisisacascancnanatet captaitrs Sardarvonteadan ated aoihe 2" 
Loudspeakers .civa eetinye iar eiaiaieey 2x4" 
Crossover Frequency ........0.e eee eee eens 4500 Hz 
CONNECEOPS secs vse vrewsces tad eeas Click Fit (Blue/Black) 
Material ic cictsce ead casei High Impact Polystyrene 
WilES: secs qaeen eka ssaacy 3 Meter AW G22 (Blue/Black) 
Dimensions (hxw Xd)..........4. 131 x 435 x 122 mm 
Volume (internal/External) .............0.. 4.5/5.1 liter 
W GIG Ei acute caiericd usrcraato ignore: Cu sehatcan tea Sears 1.8 kg 
Front Speakers 
IMPCDANCE® siser veasseodach ere, Saewh. Sy dro ete aasl 62 
Frequency Range ............ese eens 40 - 20,000 Hz 
Power Handling 

NOFA acre RA NES Sy ih 50 Watts 

MAXIMUM ccc cccia danced aaa Oia cm 100 Watts 
SOMSHEVIEY catia scte sonas a sinus tone Gee UAT Ree Be ales 89 dB 
TWEE Was Hat ae ee Oa ee 2" 
Loudspeaker wiiisc casi eacer uci awed ceiwwaas 5.25" 
Passive Radiator......... ccc e cece cece eee eee 6.5" 
Crossover Frequency ........... see eee eee 4500 Hz 
CONNECEOMS: wie sececacans vabsicie webs Click Fit (Red/Black) 
Material x ncesrane santana Gana High Impact Polystyrene 
WS: ivi tad eae eae 4 Meter AW G22 (Red/Black) 
Dimensions (hxw Xd)............ 421x219 x 191 mm 
Volume (Internal/External) .............. 10.5/11.5 liter 
Weighted tac oie g etal ai cri haben tua pene as 2.5 kg 


Surround Speakers 


IMPCOONCe Ys vias uicseadevNetealet stad Shaktleoa toa 6Q 
Frequency Range ............esee eee 150 - 20,000 Hz 
Power Handling 

NOTA ire ok Seater dna ten, ated ata e dels 25 Watts 

MAXIMUM A eerie ON eee ae vis 50 Watts 
SeNSILIVILY is ccs aes ce iwee crest idan eae 89 dB 
LOUASPOAKe Faz bcessatiee ainiestanes alain dye datou a Seb Ropntananess 4" 
Connectors: iA cate tn WR Click Fit (Grey/Black) 
Material snc. ccciayras asthe High Impact Polystyrene 
WireS 0... cece eee 12 Meter AW G22 (White/Black) 
Dimensions (hxwXd)...........0. 179 x 181 x 92 mm 
Volume (internal/External) ................ 1.2/1.5 liter 
Weightsiecs ian s magi ates. 0.7 kg 


FB965 TECHNICAL DATA 


Technical Data 
Subject to change without notice 


Center Speaker 
IMPEDOHiCe ei case asahane nace tebe ee whatcha 6Q 
Frequency Range ............eseee eae 75 - 20,000 Hz 
Power Handling 

NOFMAl ies: cienccaed deckhananhe nn wie Hehe aS 50 Watts 

MaxXIMUM ic teivasae en ed eu eta 100 Watts 
SensitiVit\. s vii ccci eas diaa ieee dees 89 dB 
TWECLEL ie ig. catenett wit nttites datiuids Matwibti dts Wb Geeteels dat 2" 
Loudspeaker-ssiqus sawn ih ia tanks ie titiey 2x4" 
Crossover Frequency .......... sec eee ences 4500 Hz 
CONNECEOIS secrasievidetrne sed ua aces Click Fit (Blue/Black) 
Miaterial icone tisca ade yaa cade’ High Impact Polystyrene 
WHOS: sane cls suchas 3 Meter AW G22 (Blue/Black) 
Dimensions (hxw Xd)..........4. 131 x 435 x 122 mm 
Volume (internal/External) .............0.5 4.5/5.1 liter 
WEIONC ccccaset, cucameatnoucn te Saonrcacnabe veheeiamanncis 1.8 kg 
Front and Surround Speakers (4) 
IMPCENCE® sca ses oh hens ous acathy See ais wesks 62 
Frequency Range ...........cese eens 40 - 20,000 Hz 
Power Handling 

NOFMAl i Scoe ele NEE BS Svan teste tate’ 50 Watts 

MAXIMUM secs once ace Cece eed aa Bae 100 Watts 
SONSHIVIEY: cscs s Misrendtuuleae tion maetame shomgite cade 89 dB 
MWOCTC rs Aare R ae Pea Se erat ee Vata 2" 
Loudspeaker: icceccieciesciccsueiavarecaas 5.25" 
Passive Radiator. .......... cece cece eee eee 6.5" 
Crossover Frequency ........0. ses eee eee eee 4500 Hz 
CONNECIONS, ssi caceohanaety warn Click Fit (Red/Black) 
Miate rials: asansicn sie tanmettanoapies High Impact Polystyrene 
WS! Sie Biwi vee cies 4 Meter AW G22 (Red/Black) 

st antl Gaetan 12 Meter AW G22 (White/Black) 
Dimensions (hxw Xd)..........4. 421x219 x 191 mm 
Volume (Internal/External) .............. 10.5/11.5 liter 
WEIGNE Sco Na cnta mca on sarcoma eaaintaniners 2.5 kg 


FB755 TECHNICAL DATA 


Technical Data 
Subject to change without notice 


Center Speaker 
IMPCCONCOe ia.8 inne see ara tnmads Ooms Ke ANA Op, 60 
Frequency Range ..........e.e eee eee 75 - 20,000 Hz 
Power Handling 

NOMA ie edhe c acto tera asiede nat Rane 100 Watts 

MaXIMUM ics eater Gia i es 200 Watts 
SENSILIVILY cee avd cae medi PA eaa eee 89 dB 
TWEETER ere caress set eticmndnayate sind acid Sieve teat 2.5" Dome 
Loudspeaker.c... isa cece as 2x5" 
Crossover Frequency ...... 0. ses ee cece eee 4500 Hz 
CONNECLOMS? siesta spina waarmee Click Fit (Blue/Black) 
Matera) ici eis cad ad dean High Impact Polystyrene 
WTES? sort sacra nel Giaca conaties 3 Meter AW G22 (Blue/Black) 
Dimensions (hxwxd)............ 149 x 435 x 159 mm 
Volume (internal/External) .............0.008 5.2/6 liter 
WEIN delstecasntassa’s s-euathattanctun Sescncisbee sees 2.5 kg 
Front Speakers 
IMPCOENGe: cies iicceb eae ehdane & Species ects 60 
Frequency Range ..........ee eee eee 40 - 20,000 Hz 
Power Handling 

NOMA since EON RON ey cee. 100 Watts 

MAXIMUM sete ida cad Cerne cea eae 200 Watts 
SENSILIVIEY 4, disedee saa sadsnaa Aw Gece ean anes 89 dB 
TWeele hii wiadcuciis ivereie ets rate 2.5" Dome 
Loudspeaker... i ciasieeerniievawees ceievad 5.25" 
Passive Radiator. .............e cee eee 7.5" wOOx TM 
Crossover Frequency ........ se see cece eee 4500 Hz 
Connectors ............ Screw, Gold Plated (Red/Black) 
Material ........ Wood +High Impact Polystyrene Front 
WileS ivarc iiss vesiaes 4 Meter AWG18 (Red/Black) 
Dimensions (hxwxd)..........4. 530 x 276 x 212 mm 
Volume (Internal/External) ...............4. 7.9/20 liter 
Weeighto tii tui eats lame thi tela dere ds 5.4 kg 


Surround Speakers 


IMPCdeNCe sss dace iae ibaar ed ia kaa ey 62 
Frequency Range ...........se seen e ee 40 - 20,000 Hz 
Power Handling 

NOMMal escort etaked rth tastes ii 2a 50 Watts 

Maxim Mani e Ouch Sree beh Ss 100 Watts 
SENSILIVILY vend tess aa artad patie ws 89 dB 
TWOCLCL ES 2 i sirds ard eases. teodon Paantsnenl Ae Sydnacd sd TR aye ded abs 2" 
LOUMS PeAKER errr iis ieh Soartbmrcone eet aes 5.25" 
Passive Radiator... ..... ccc e cece eee eee eees 6.5" 
Crossover Frequency ..........e ese e eee eens 4500 Hz 
ConhectOrse i... sieve ela eas Click Fit (Red/Black) 
Material wcccccreisi dienes High Impact Polystyrene 
WIPES socchecbe wee oct dice 12 Meter AW G22 (White/Black) 
Dimensions (hxwxXd)............ 421 x 219 x 191 mm 
Volume (internal/External) .............00. 8.5/9.5 liter 
WEEIQHE Stan en sion macidabans honda ou wpeednes 2.5 kg 


FB975 TECHNICAL DATA 


Technical Data 
Subject to change without notice 
Center Speaker 
IMPEDOHCe sein cave nsatnn needa tte esaaey 6Q 
Frequency Range ............ essen eae 75 - 20,000 Hz 
Power Handling 

NOrMAl os creatine de tease coainedes ek aia 100 Watts 

MAXIMUM Sette in city ia nies iain Ya te 200 Watts 
Sensitivity; sites auc iideas cine cas dea de dae 89 dB 
TWEETER ic dnccten ite age athteanenreanGaeacnen ta’ 2.5" Dome 
Loudspeaker: ese iva fesde tas a ee Teta 2x5" 
Crossover Frequency ..........e eee e eee eens 4500 Hz 
CONNECEOIS es sevdenac’ Raaa kas Click Fit (Blue/Black) 
Material ‘is cavasceca taceieh 9 High Impact Polystyrene 
Wil S ice sucmran lees es aena haa 3 Meter AW G22 (Blue/Black) 
Dimensions (hxw Xd)............ 149 x 435 x 159 mm 
Volume (internal/External) ...............008 5.2/6 liter 
WOON ical ceuat ca hiued ee Manracoaeiventneaanes 2.5 kg 
Front and Surround Speakers (4) 
IMPCDENCE® sieves oh cies us decoy Ss eee onesie 62 
Frequency Range ........... cece eee 40 - 20,000 Hz 
Power Handling 

NOriMal sta sateen es My yea Naina 100 Watts 

MAXIMUM i es eaciaes Cae ned eae ae 200 Watts 
SONSHIVIE ets ces Marahtawlne tes Malate shea iracens 89 dB 
TWO a eee Ne ae 2.5" Dome 
Loudsp@aker oi icceviiesieeis cia eieuiec des 5.25" 
Passive Radiator.................0ee ee 7.5" w00x TM 
Crossover Frequency ........... see e eee eae 4500 Hz 
Connectors ............ Screw, Gold Plated (Red/Black) 
Material ........ Wood +High Impact Polystyrene Front 
Wires .........00, 4 Meter AW G18 (Transparent/Black) 
shoptsa us hasta sto 12 Meter AW G18 (Transparent/Black) 
Dimensions (hxw Xd)............ 530 x 276 x 212 mm 
Volume (Internal/External) ...............8. 7.9/20 liter 
W EIGN Scere dentin sedtcuaneae en seaiicaoauae aaa adenine 5.4 kg 


Engish 
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